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BOLTS
GALVANIZED, OVAL EYE

Galvanized Oval Eye Bolts shall be made in accordance with EEI TD-4 and each bolt shall be fitted
with one nut.*

Shipping containers shall be legibly marked with the type and quantity of the items, the City Purchase
Order Number, the name and address of the manufacturer, and the address of the receiving
warehouse.

Packaging shall be in accordance with EEI Packaging Standards.

Reference Specifications:  EEI TD-4; EEI Packaging Stds., latest revisions

Stock Unit:  Each

Stock
Number

Diameter
In.

Length
In.

Min. Str.
Lbs.

Thread
Length  In

561010 1/2 10 7,700 4

561210 3/4 10 18,300 6

561212 3/4 12 18,300 6
561214 3/4 14 18,300 6

561106 5/8 6 12,400 3
561108 5/8 8 12,400 4
561110 5/8 10 12,400 4
561112 5/8 12 12,400 6
561114 5/8 14 12,400 6
561116 5/8 16 12,400 6
561118 5/8 18 12,400 6
561120 5/8 20 12,400 6
561122 5/8 22 12,400 6

Approved Manufacturers: Joslyn, Utilities Service, Chance,
McGraw Edison, Kortick, N.W. Bolt & Nut

* The nuts shall not be supplied loose in the box.
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